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3-Channel Stereo Sound Mixer 



Owner’s Manual 

Please read before using this equipment. 
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WARNING: To reduce the risk of fire or 
shock hazard, do not expose this product to rain 
or moisture. 


A 

CAUTION 

A 

RISK OF ELECTRIC SHOCK. 
DO NOT OPEN. 

CAUTlOf 

si: TO REDUCE THE RiSK OF 


ELECTRiC SHOCK, DO NOT REMOVE 
COVER OR BACK. NO USER-SERViCE- 
ABLE PARTS iNSiDE. REFER SERViCiNG 
TO QUALiFiED PERSONNEL. 



This symboi is intended to aiert 
you to the presence of uninsu- 
iated dangerous voitage within 
the product's enciosure that might 
be of sufficient magnitude to con- 
stitute a risk of eiectric shock. Do 


not open the product's case. 



This symboi is intended to inform 
you that important operating and 
maintenance instructions are 
inciuded in the iiterature accom- 
panying this product. 
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□ Features 

Your RadioShack 3-Channel Stereo Sound Mixer is a sophisticated control center, perfect for 
mixing sound from multiple audio sources on three separate channels such as cassette decks, 
tuners, CD players, turntables, or the audio outputs from VCRs. The mixer is ruggedly con- 
structed for home or professional use. Its wide-range volume controls let you adjust each audio 
source’s sound level so you can get the best mix for playing through your sound system or for 
recording. 




® ® 


18 


@ 

@ 



® ® ® 

1 DJ Microphone Input — lets you con- 
nect a balanced, low impedance micro- 
phone with an XLR plug. 

2 Microphone Trebie — lets you adjust 
the microphone’s treble. 


CD 


® @ ®® 

6 Talkover — decreases the volume of 
the input sources so you can talk over 
them using the microphone. 

7 Siide Voiume Controis — for fingertip 
control of sound mixing and fading. 


3 Microphone Bass — lets you adjust the 
microphone’s bass. 

4 Seven-Band Equaiizer — lets you tailor 
the sound output to your preference by 
cutting or boosting frequencies up to 
±12 dB. 

5 Output Levei LED Meter — indicates 
the mixer’s total output signal level. 


8 Input Source Selectors — let you easi- 
ly choose the desired audio input source 
to be played. 

9 Master Volume — lets you control the 
mixer’s overall volume level. 

10 Mono/Stereo Selector — lets you set 
the output to stereo or mono. 

11 Assign Controls — let you select the 
input sources to be mixed. 
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12 Cross Fader — lets you smoothly 
switch between two input sources. 

13 Cue Assign Controls — let you select 
the desired channel for monitoring 
through headphones and prepare it be- 
fore mixing it. 

14 Cue/Program Control — lets you bal- 
ance the volume of the output playing on 
the sound system and the input being 
prepared for mixing through the head- 
phone. 

15 Cue Level Control — lets you adjust 
the headphone’s volume level. 

16 Phones Jack — lets you connect a pair 
of stereo headphones with a V4-inch 
(6.35-mm) plug. 

17 Equalizer On/Off — turns the seven- 
band equalizer on or off. 


18 Lamp Jack — lets you connect a 12V 
DC lamp to light the mixer controls in 
low light condition. 

19 Stereo Line Outputs — let you connect 
the mixer’s output to your receiver/am- 
plifier and tape deck so you can play the 
sounds from your input sources through 
your speaker system, and record them. 

20 Stereo Line Inputs — let you connect 
most high-level audio sources such as a 
CD player, tape deck, tuner, camcorder, 
or VCR. 

21 Stereo Phono Inputs — for connecting 
lower-level audio sources, such as turn- 
tables with a magnetic cartridge. 

22 Microphone Input — lets you connect a 
low impedance microphone with a V 4 - 
inch (6.35-mm) plug instead of one with 
an XLR plug. 
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□ Preparation 

PRESETTING THE 
CONTROLS 

Warning: A sudden high output from the 
mixer could damage your hearing, especially 
if you use headphones, and might also dam- 
age the audio devices connected to the mix- 
er’s output. Before using the mixer, make 
sure you set your receiver/amplifier’s volume 
control to its lowest volume setting. 

Before you connect the AC power cord, 
make sure you set POWER to off. To avoid 
sudden and unusable sound outputs from 
any audio devices that you connect to the 
mixer, be sure to have their power controls 
set to off (and any tone controls set to flat). 

CONNECTING THE 
OUTPUTS 

To play the mixer’s output signal through 
your sound system (for events such as par- 
ties, dances, conferences, and so on), con- 
nect one end of an audio patch cord (not 
supplied) to the mixer’s AMP L (white) and R 
(red) OUTPUT jacks, then connect the other 
end to your receiver/amplifier’s left and right 
line input jacks (matching left to left, right to 
right). 

To record the mixer’s output signal, connect 
one end of an audio patch cord (not sup- 
plied) to the mixer’s REC L (white) and R 
(red) OUTPUT jacks, then connect the other 
end to your tape deck’s left and right line in- 
put jacks (matching left to left, right to right). 

CONNECTING THE INPUTS 

You can connect up to four line-level and up 
to two low-level audio input sources to the in- 
put jacks on the back of the mixer. You can 


also connect a microphone to the mixer’s 
front or back panel. 

1 . Connect the line-level outputs from up to 
four audio sources (such as a CD 
player, tape deck, tuner, camcorder, or 
VCR) to the LINE 1, LINE 2, LINE 3, and 
LINE 4 input jacks (matching left to left, 
right to right). 

Caution: Do not connect an audio 
source with a line-level output to the low 
level PHONO 1 or PHONO 2 input jacks. 

2. Connect the low-level outputs from up to 
two audio sources (such as magnetic- 
cartridge turntables) to the PHONO 1 and 
PHONO 2 input jacks (matching left to 
left, right to right). 

Note: If you connect magnetic-cartridge 
turntables, also connect their ground 
wires (usually black or green) to GND. 

3. Connect a microphone (not supplied) to 
the mixer: 

• If the microphone has an XLR plug, 
connect it to MIC on the top left corner 
of the front panel. 

• If the microphone has a V4-inch (6.35- 
mm) plug, connect it to MIC on the 
lower right corner of the back panel. 

Note: We recommend you do not connect an 
XLR and V4-inch (6.35-mm) plug microphone 
to the mixer at the same time. 

CONNECTING POWER 

Connect the power cord to a standard AC 
outlet. 

Note: The power cord has a polarized plug 
that fits only one way into a standard AC out- 
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let. If the plug does not fit, turn it clockwise so 
it fits properly. Do not force the plug into the 
AC outlet, or you could damage the outlet or 
the plug. 

CONNECTING A LAMP 

The mixer has a 12V/3W MAX LAMP socket 
for connecting a 12V DC/3W BNC lamp (not 
supplied) so you can see the control panel in 
dark or low-light conditions. 

Caution: Use only a 12V DC/3W lamp. 

CONNECTING THE 
HEADPHONES 

To listen in privacy or monitor the audio 
source inputs so you can locate an exact 
passage or section before mixing it, plug a 
pair of stereo headphones (not supplied) with 
a V4-inch (6.35-mm) plug into the PHONES 
jack on the mixer’s right front panel. Your lo- 


cal RadioShack store carries a wide selec- 
tion of headphones. 

LISTENING SAFELY 

Do not listen at extremely high volume lev- 
els. Extended, high-volume listening can 
lead to permanent hearing loss. 

To protect your hearing when you use head- 
phones, always follow these guidelines to set 
the listening volume. 

• Set CUE LEVEL to the lowest setting 
before you begin listening. 

• After you put on the headphones, adjust 
CUE LEVEL to the desired listening level. 

• Once you set your headphones’ volume, 
do not increase it. Over time, your ears 
adapt to the volume level, so a level that 
no longer cause discomfort might still 
damage your hearing. 


□ Operation 


1. Set the volume levels on the output 
devices (receiver/amplifier and tape 
deck) to minimum and turn them on. 

2. Press POWER to turn on the mixer. The 
red power indicator lights. 

3. Turn on the input sources you want to 
mix. 

4. Using the mixer requires two basic oper- 
ations: 

• presetting the input signal levels (see 
“Presetting the Input Signal Levels”) 

• mixing the audio input sources (see 
“Mixing the Inputs” on Page 10) 

5. After you finish mixing, turn down the 
volume on the output audio devices, turn 


off the input and output audio devices 
(amplifiers, tape decks, and so on), then 
press POWER so it pops up to turn off 
the mixer. The power indicator turns off. 

PRESETTING THE INPUT 
SIGNAL LEVELS 

To avoid accidentally overdriving a channel 
or prematurely mixing in an audio input 
source, make sure you start with the follow- 
ing settings: 

• All volume slide controls set to 0 

• ASSIGN A and ASSIGN B set to OFF 

• MIC TREBLE, MIC BASS, CUE LEVEL, 
and EQUALIZER set to 0 


Operation 
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• MASTER set to about the 5th marker 

Note: The MASTER volume control adjusts 
the overall volume of DJ MIC, CH1, CH2, and 
CH3. 

The mixer uses two light-emitting diode 
(LED) meters to indicate the total stereo out- 
put signal level. For the best results, each in- 
put signal level should normally be set so the 
LED meters never move into the red range 
(0 or above). Distortion is likely to occur on 
audio peaks if the meter moves into the red 
range. 

For monaural output, set MONO/STEREO to 
MONO. For stereo output, set MONO/STEREO 
to STEREO. 

Presetting the Microphone 

1. If your microphone has an ON/OFF con- 
trol, set it to ON. 

2. Set OFF/ON/TALKOVER to ON. 

3. While continuously talking, adjust DJ 
MIC until you get a reading of up to 0 on 
both LED meters. 

4. Set OFF/ON/TALKOVER to OFF. 

Presetting the Channel 1/2/3 
Input Sources 

Before you mix channels 1, 2, and 3, you 
must preset the input signal level for each 
channel input source (up to six sources). 

If you did not connect an input source to ev- 
ery jack or do not want to mix every input 
source connected to the mixer’s input jacks, 
you do not need to follow all the steps in this 
section. After you decide which source(s) 


you want to preset and mix, use this table to 
determine which steps to follow. 


To Preset 

See Step 

Channell 

Phono 1 

1-4 

Line 1 

5 

Channel 2 

Phone 2 

6-9 

Line 2 

10 

Channel 3 

Line 3 

11-14 

Line 4 

15 


Notes: 

• While you adjust the input signal levels 
for channels 1, 2, and 3, either use the 
headphones or turn up the receiver/ 
amplifier’s volume to the desired listen- 
ing level (not necessarily the final usable 
level). 

• Do not play a quiet portion of music 
while you adjust the volume levels, oth- 
erwise the volume levels for channel 1 , 
2, and 3 will be overdriven during the 
loud portions of the music. 

1. To preset the PHONO 1 input source, set 

PHONO 1/LINE 1 to PHONO 1. 

2. Start playback of the selected input 
source. 

3. Slowly slide up the CHI volume level 
slide control until you get a reading of up 
to 0 on both LED meters. 

Important: Write down or remember the 
CH 1 volume level slide control’s setting 
for the selected audio source, so each 
time you want to mix that source you 
can slide the CH 1 volume level slide 
control to the correct setting. 

Note: If it was necessary to set the CH 1 
volume level slide control all the way to 
10 in order to get a reading of up to 0 on 
the LED meter, then slide CH 1 down to 
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about 8 and adjust MASTER upward until 
you get a reading of 0 on the LED 
meters. 

4. Stop playback of the selected input 
source. 

5. To preset the LINE 1 input source, set 
PHONO 1/LINE 1 to LINE 1. Then repeat 
Steps 2—4. 

Note: If you have to readjust MASTER 
when performing Step 3, remember that 
this affects the level of the previously 
preset input sources. You must readjust 
those sources until you get a reading of 
up to 0 on the LED meters for each. 

6. To preset the PHONO 2 input source, set 

PHONO 2/LINE 2 to PHONO 2. 

7. Start playback of the selected input 
source. 

8. Slowly slide up the CH 2 volume level 
slide control until you get a reading of up 
to 0 on both LED meters. 

Important: Write down or remember the 
CH 2 volume level slide control’s setting 
for the selected audio source, so each 
time you want to mix that source you 
can slide the CH 2 volume level slide 
control to the correct setting. 

Note: If it was necessary to set the CH 2 
volume level slide control all the way to 
10 in order to get a reading of up to 0 on 
the LED meter, then slide CH 2 down to 
about 8 and adjust MASTER upward until 
you get the reading of 0 on the LED 
meters. 

9. Stop playback of the selected input 
source. 

10. To preset the LINE 2 input source, set 
PHONO 2/LINE 2 to LINE 2. Then repeat 
Steps 7-9. 


Note: If you have to readjust MASTER 
when performing Step 8, remember that 
this affects the level of the previously 
preset input sources. You must readjust 
those sources until you get a reading of 
up to 0 on the LED meters for each. 

11. To preset the LINE 3 input source, set 

LINE 3/LINE 4 to LINE 3. 

12. Start playback of the selected input 
source. 

13. Slowly slide up the CH 3 volume level 
slide control until you get a reading of up 
to 0 on both LED meters. 

Important: Write down or remember the 
CH 3 volume level slide control’s setting 
for the selected audio source, so each 
time you want to mix that source you 
can slide the CH 3 volume level slide 
control to the correct setting. 

Note: If it was necessary to set the CH 3 
volume level slide control all the way to 
10 in order to get a reading of up to 0 on 
the LED meter, then slide CH 3 down to 
about 8 and adjust MASTER upward until 
you get a reading of 0 on the LED 
meter. 

14. Stop playback of the selected input 
source. 

15. To preset the LINE 4 input source, set 
LINE 3/LINE 4 to LINE 4. Then repeat 
Steps 12-14. 

Note: If you have to readjust MASTER 
when performing Step 13, remember 
that this affects the level of the previ- 
ously preset input sources. You must 
readjust those sources until you get a 
reading of up to 0 on the LED meters for 
each source. 

16. To prevent prematurely mixing audio 
sources, set all volume level slide con- 
trol to 0. 



Operation 
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Checking the Sound 

1. Select one of the input sources, then 
start playback of the selected source. 

2. Set the volume level slide control to the 
position you determined during preset- 
ting. The LED meters should show a 
reading of up to 0 dB. 

3. Turn up the receiver/amplifier’s volume 
until it reaches the desired level for the 
location or event where the mixer will be 
used (this can vary). 

4. Adjust the LEFT CHANNEL, RIGHT CHAN- 
NEL equalizers to get the desired sound 
(see “Using the Seven-Band Equalizer” 
on Page 12). 

Note: If adjusting the seven-band equal- 
izer cause the LED meters to exceed 0 
dB, adjust MASTER downward until the 
reading returns to 0. Then adjust your 
output device (amplifier) volume accord- 
ingly. 

5. Stop playback of the selected input 
source. 

Note: If you have to readjust MASTER, re- 
member that this affects the level of the pre- 
viously preset input sources. You must 
readjust those sources until you get a read- 
ing of up to 0 on the LED meters for each 
source. 

MIXING THE INPUTS 

You can connect input signals from up to six 
audio sources, select any two, then mix them 
so only one or both play through your sound 
system. 

Mixing requires three operations: 

• playing one input source 

• monitoring the next input source 


• switching to the next input source 

You can play either of the two selected 
sources first. 

Notes: 

• Ensure the volume level slide control for 
the other input channel source is set to 

0 . 

• The CUE (assign) switches are push-on 
and push-off. You can select more than 
one at a time. 

Playing One Input Source 

1. Set ASSIGN A to the desired source, 
then set CROSS FADER to A. 

2. Set the input source selector to the pre- 
set input source you want to play first 
through your sound system. 

3. Make sure the first input source’s vol- 
ume level slide control is set to the cor- 
rect preset position. 

4. Start playback of the source. 

Monitoring a Second Input Source 

Monitoring a second input source’s signal 
level requires selecting the input source that 
is not currently playing, finding the desired 
section you want to mix, then adjusting that 
source’s sound level so it matches the vol- 
ume level of the source currently playing. 

1. Connect and put on headphones. 

Note: You can listen to one or all chan- 
nels through the headphones while the 
other channel is playing through the 
sound system. 

2. Set ASSIGN B to the second input 
source. 
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3. Press CUE (assign) for the second input 
source. 

4. Set the input source selector to the input 
source you want to monitor. 

5. Start playback of the input source you 
want to play next through your sound 
system. 

6. If necessary: 

• Adjust CUE LEVEL to the desired lis- 
tening level. 

• Adjust the second input source vol- 
ume slide control to the correct preset 
position. 

7. Set the input device to the desired sec- 
tion of music, then stop or pause the 
input device. 

Switching to the Second 
Input Source 

1. start playback of the second input 
source. 

2. When you are ready to play its sound 
through your sound system, slide 
CROSS FADER from A to B. 

Slide CROSS FADER: 

• To the left to fade in the channel 
selected by ASSIGN A and fade out 
the channel selected by ASSIGN B. 

• To the right to fade in the channel 
selected by ASSIGN B and fade out 
the channel selected by ASSIGN A. 

• To the center to equally mix the two. 

Notes on Mixing 

• If you set CROSS FADER to A to play the 
channel selected by ASSIGN A, then you 
must set CUE (assign) to CH 1 to monitor 


CH 1, to CH 2 to monitor CH 2, to CH 3 to 
monitor CH 3, to DJ MIC to monitor DJ 
MIC, and to MASTER to monitor MAS- 
TER. The same applies when you set 

CROSS FADER to B. 

• To mix any two inputs selected by the 
ASSIGN switches, set each ASSIGN 
switch to the desired channel. Then use 
CROSS FADER to mix the two. 

• Do not slide CROSS FADER to the center 
if you want to monitor one channel while 
the other is playing. Otherwise, the 
sound from the channel you monitor will 
also be heard through your sound sys- 
tem. 

Instead, slide CROSS FADER to the 
channel you are not monitoring. 

For example, to monitor CH 1 (selected 
by ASSIGN A) while CH 2 (selected by 
ASSIGN B) is playing, slide CROSS 
FADER to B. 

• Use CUE/PGM to listen to the input con- 
trolled by the CUE (assign) switch and 
what is playing on the currently selected 
output device. When CUE/PGM is set to 
CUE, you only hear the channel selected 
by the CUE (assign) switches. When 
CUE/PGM is set to PGM, you only hear 
what is playing on the currently selected 
output device. Rotate CUE/PGM to listen 
to both inputs at the same time. 

USING TALKOVER 

When you are not using the microphone, 
leave OFF/ON/TALKOVER set to OFF. The mi- 
crophone’s input is turned off, and all other 
audio input sources are unaffected. 

If you want to use a microphone: 

• Set OFF/ON/TALKOVER to ON to mix the 
microphone equally with the other audio 
input sources. 


Operation 
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• Set OFF/ON/TALKOVER to TALKOVER to 
mix the microphone at a higher level 
than the other audio input sources. 

Your voice sounds clearly through the 
microphone, but all other audio input 
sources sound at a lower level. (This is 
useful for paging.) 

USING THE TONE 
CONTROLS FOR THE 
MICROPHONE 

Your mixer has one set of tone controls for 
the microphone. You can tailor the high and 
low frequency sounds for the microphone. 

For normal sound, leave MIC TREBLE and 
MIC BASS set to 0. 

Rotate MIC TREBLE toward +10 to increase 
the high frequency sounds, or toward -10 to 
decrease them. 

Rotate MIC BASS toward +10 to increase the 
low frequency sounds, or toward -10 to de- 
crease them. 

USING THE SEVEN-BAND 
EQUALIZER 

Your mixer also has a seven band equalizer 
for both the LEFT CHANNEL and the RIGHT 
CHANNEL to further tailor the frequency 
sounds for CH 1 (PHON01, LINE 1), CH 2 
(PHON02, LINE 2), and CH 3 (LINE 3, LINE 4) 
to match your acoustic surroundings or suit 
your personal preference. 

To activate the equalizer, press EQ. The EQ 
indicator lights. 

Slide the control of the selected frequency 
toward +12dB to boost the frequency’s 
sound, or toward -12dB to cut the frequen- 
cy’s sound. 


Notes: 

• In order to provide smooth frequency 
control, the equalizer’s controls must 
overlap slightly. Therefore, the IK con- 
trol has a slight effect on the range of 
frequencies covered by the 400 Hz and 
2.4K controls. 

• If you set the equalizer’s controls to the 
0 (center) position, the frequency range 
is unaltered. 
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□ Troubleshooting 

With proper care and handling, your mixer should give you years of trouble-free service. How- 
ever, if your mixer is not working properly, follow these suggestions to see if you can eliminate 
the problem. If you cannot, take the mixer to your local RadioShack store for assistance. 


Problem 

Possible Solution 

Nothing works. 

Check the AC power connection and make sure the AC outiet is 
“iive.” 

Check aii the connections to the system (ampiifier/receiver, input 
sources, and so on). 

Check the fuse. See “Repiacing the Fuse” on Page 14. 

No signal from an audio input 
source. 

Make sure the OFF/ON/TALKOVER switch is not set to TALK- 
OVER. 

Make sure the source’s power is turned on. 

Check the mixer’s and the source’s controi settings. 

Check the connection between the mixer and the input source. 

Hum from PHONO sources. 

Make sure the turntabie’s ground wire (usuaiiy biack or green) is 
connected to the GND screw on the back of the mixer. 

Hum from other input sources. 

Make sure there are no iow-ievei inputs connected to the LINE 
input jacks. 

Feedback "squeais.” 

Move the microphone further away from the output speakers or use 
a unidirectionai microphone. 


Troubleshooting 
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□ Care and Maintenance 


Your RadioShack 3-Channel Stereo Sound Mixer is an example of superior design and craftsmanship. 
The following suggestions will help you care for your mixer so you can enjoy it for years. 



Keep the mixer dry. If it gets wet, wipe it dry immediately. Liquids might contain minerals 
that can corrode the electronic circuits. 



Use and store the mixer only in normal temperature environments. Temperature extremes 
can shorten the life of electronic devices and distort or melt plastic parts. 



Keep the mixer away from dust and dirt, which can cause premature wear of parts. 



Handle the mixer gently and carefully. Dropping it can damage circuit boards and cases 
and can cause the mixer to work improperly. 



Wipe the mixer with a damp cloth occasionally to keep it looking new. Do not use harsh 
chemicals, cleaning solvents, or strong detergents to clean the mixer. 


Modifying or tampering with the mixer's internal components can cause a malfunction and might invali- 
date its warranty. If your mixer is not performing as it should, take it to your local RadioShack store for 
assistance. 


REPLACING THE FUSE 

The mixer uses a fuse for protection from surges and short circuits. If the mixer suddenly turns 
off and will not turn on, check the fuse. If necessary, replace the fuse with a 0.5-amp, 250-volt, 
fast-acting, IV4 x V4 inch fuse (not supplied). 

Follow these steps to replace the fuse. 

1 . Disconnect power from the mixer. 

2. Using a Phillips screwdriver, unscrew the fuse compartment cap on the back of the mixer. 

3. Remove the old fuse and replace it with the new one. 

Caution: Do not use a fuse with ratings other than those specified here. Doing so might 
damage your mixer. 

4. Replace the fuse compartment cap. 

5. Reconnect power. 
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□ Specifications 

Input Sensitivity/Impedance 

DJ Mic(XLRjack) 

Mic 2 (Phone jack) 

PHONO 1, PHONO 2 

LINE 1. LINE 2, LINE 3, LINE 4 

Output Level 

Main Out 

Record 

Frequency Response 

S/N Ratio (for 1 kHz) 

Mic 

Phono 

Line 

Distortion 

MIC 

PHONO 

LINE 

Tone Control (MIC) 

Treble 

Bass 

Equalizer Control 

Control Frequencies 

Boost/Cut Range 

Talkover Attenuation 

Power Source 

Dimensions (WHD) 

Weight 


... 1.5 mV, 600i2, Balanced/Unbalanced 
... 1.5 mV, 600i2, Balanced/Unbalanced 

3 mV/50 kn 

150 mV/10 kn 

2V/10 kCl 

150 mV/10 kn 

20-20K Hz ±3 dB 

60 dB 

70 dB 

80 dB 

0.20% 

0.07% 

0.05% 

±10 dB 

±10 dB 

60, 150, 400, IK, 2.4K, 6K, and 15K Hz 

±12 dB from center 

-16 dB 

AC 120V, 60Hz, 20 W 

19 X 3^/16 X 9^/16 in 

482 X 79 X 240 mm 

9.92 lb 

4.5 Kg 


Specifications are typical; individual units might vary. Specifications are subject to change and improve- 
ment without notice. 
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Limited One-Year Warranty 

This product is warranted by RadioShack against manufacturing defects in material and workman- 
ship under normal use for one (1 ) year from the date of purchase from RadioShack company-owned 
stores and authorized RadioShack franchisees and dealers. EXCEPT AS PROVIDED HEREIN, Ra- 
dioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES, INCLUDING 
THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED 
IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED 
HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RE- 
SPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY 
LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PERFOR- 
MANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY, IN- 
CLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVENIENCE, LOSS 
OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, INCIDEN- 
TAL, OR CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or the exclusion or limita- 
tion of incidental or consequential damages, so the above limitations or exclusions may not apply to 
you. 

In the event of a product defect during the warranty period, take the product and the RadioShack 
sales receipt as proof of purchase date to any RadioShack store. RadioShack will, at its option, un- 
less otherwise provided by law: (a) correct the defect by product repair without charge for parts and 
labor; (b) replace the product with one of the same or similar design; or (c) refund the purchase 
price. All replaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or replaced parts and products are warranted for the remainder of the 
original warranty period. You will be charged for repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, 
accident, misuse, improper or abnormal usage, failure to follow instructions, improper installation or 
maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 

\Ne Service What We Sell 12/99 





RadioShack 

A Division of Tandy Corporation 
Fort Worth, Texas 76102 


32-3012 
05A00 
Printed in China 




